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NOTES:

1. SURFACE OF WALKS, CURBS, CURB FACES, AND GUTTERS SHALL BE TRUE AND STRAIGHT, OF UNIFORM WIDTH, AND FREE

OF IRREGULARITIES WITH MEDIUM BROOM FINISH.  THE SURFACES SHALL NOT VARY MORE THAN 0.01 FOOT FROM THE

EDGE OF A 10-FOOT LONG STRAIGHTEDGE.

2. FOR CERTAIN CIRCUMSTANCES WHEN SIDEWALK IS LESS THAN 5 FEET WIDE, LANDINGS (5 FEET X 5 FEET) SHALL BE

PROVIDED AT 200-FOOT INTERVALS.  LOCATIONS SHALL BE SHOWN ON THE PLANS.

3. COMPACT AGGREGATE BASE IN THE STREET AND UNDER THE CURB TO 95% RELATIVE COMPACTION (MIN).  COMPACT

AGGREGATE BASE UNDER THE SIDEWALK TO 90% RELATIVE COMPACTION (MIN).  COMPACT ALL SUBGRADE TO 90%

RELATIVE COMPACTION (MIN).

4. CONCRETE SHALL BE 6 SACK, 3/4" ROCK WITH 1-LB/CY OF LAMP BLACK.

5. DEEP JOINT DEPTH IS 1/4" OR MORE OF CONCRETE THICKNESS.  PLACEMENT AND COMPACTION OF AGGREGATE AND/OR

ASPHALT CONCRETE AGAINST NEWLY POURED CONCRETE SHALL BE PERFORMED AFTER 5 DAYS OR WHEN CONCRETE

ACHIEVES 2,500 PSI.

6. RETROFIT NOTE:  IF THE FACE OF CURB TO PROPERTY LINE IS 10' OR 9', SIDEWALK SHALL BE 5' MINIMUM.  RETROFIT SHALL

BE TO THE APPROVAL OF THE CITY ENGINEER.

7. CURB HEIGHT FROM LIP-OF-GUTTER SHALL BE 5 1/4" AT ACCESSIBLE CURB RAMPS.
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6" 1'-6"
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LIMIT OF STRUCTURAL SECTION

1/2"R TOOLED EDGE

USE SS1 TACK OIL

TO BOND GUTTER

WITH A.C.

6"

6"

5"

1/4"

FOR NEW STREET ONLY,

A.C. THICKNESS SHALL BE 4" MIN.

(OTHERWISE, SEE SD-9)

THICKNESS VARIES SEE PLANS

(6" MIN. OR FULL STREET

SECTION UNDER CURB,

WHICHEVER IS GREATER)

4"

3"

1'-0"

5'-0" MIN. (6'-0" MAX.)

(SEE NOTE 2)
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1.5% MAX.
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