
NOTES:

1. TREES AND HARDSCAPE IN PLANTER STRIP SUBJECT TO APPROVAL OF THE CITY ENGINEER.  CONSTRUCTION IN PLANTER

STRIP SUBJECT TO ENCROACHMENT PERMIT FROM ENGINEERING DIVISION.

2. FOR CURB AND SIDEWALK SCORING, SEE SD-8.  CONCRETE SHALL BE 6-SACK, 3/4" ROCK WITH 1-LB/CY OR 1 PINT/CY OF

LAMP BLACK.

3. WHEN FACE OF CURB TO PROPERTY LINE EQUALS 10', NEW SIDEWALK SHALL BE 5'-0" AND PLANTER STRIP SHALL BE 4'-6".

4. IF DRIVEWAY AND CURBS ARE NOT PLACED IN MONOLITHIC POUR, USE NO. 3 REBAR DOWELS 12" LONG @ 2'-0" ON

CENTER.  EPOXY IF DRILLED.

5. LIMITS OF THE REMOVAL OF EXISTING CURB, GUTTER, SIDEWALK AND ASPHALT SHALL BE DETERMINED IN THE FIELD BY

THE CITY INSPECTOR.

6. SUBGRADE AND AGGREGATE BASE REQUIRES PROOF ROLLING AND SHALL BE NON-YIELDING.
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