
NOTES:

1. MONUMENT FRAMES AND COVERS SHALL BE MATCH-MARKED IN PAIRS.  EACH COVER SHALL BE  FINISHED TO FIT

IN ITS FRAME WITHOUT ROCKING.   AT THE OPTION OF THE CONTRACTOR, MONUMENT FRAMES AND COVERS

SHALL BE D&L FOUNDRY, K-6001-R2 BARREL, K-6001-01 MONUMENT SAND COVER OR APPROVED EQUAL.
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CAST IRON FRAME

6 SACK CONCRETE POURED IN

PLACE AGAINST UNDISTURBED

EARTH, AND AT TOP AS SHOWN

CIRCULAR OPENING FORMED

TOP OF POST FORMED

TO 6" MAX. DEPTH

2 1/2" BRONZE PLAQUE

WITH 1/8" DIA. DRILL

HOLE AND INSCRIBED:

"CITY OF FREMONT"

USE RAPID SET CONCRETE MIX

TO ACHIEVE 2500 PSI PRIOR TO

PAVING FOR CONCRETE COLLAR.

MUST BE PAVED SAME DAY.

STANDARD DETAILS

APPR REVISION DATE

FILE NO. DWG NO.DATECHECKEDDRAWNSCALE

DATE APPROVED BY CITY COUNCIL

RESOLUTION NO.

CITY ENGINEER

OF

SURVEY MONUMENT

4/11/2006

2006-31

SD-14-22.DWG NOT TO SCALE DC KC 3/14/2006 SD-14 1 1




