‘ 3" MIN. A.C.

8" MIN.

f VARIES |
18" MAX.

PRE-CAST ADJUSTMENT
RINGS. SACK ALL INTERIOR

JOINTS (TYP.)

|
|
3-0 ) ‘ PRE-CAST TAPERED SECTION
THICKNESS VARIES ‘ | PRE-CAST BARREL SECTION
6" MIN., 12" MAX. | <
(SEE NOTES 10 & 11, f VISCOUS TAR SEAL
SHEET 4, SD-22) OR APPROVED EQUAL
_ 20" — - 20 AT JOINTS BETWEEN
NOTES: ’ : 2 3" ALL BARREL AND CONE
SECTIONS OVER THE
1. SANITARY SEWER MAINTENANCE ) | HIGHEST PIPE.
HOLES SHALL BE CONSTRUCTED
ACCORDING TO UNION “ NP |
SANITARY DISTRICT 8y ) SORO
SPECIFICATIONS EXCEPT THE P F & 1 CAST-IN-PLACE BASE
BASE SHALL BE CAST-IN-PLACE . \ @oeé 5 TO BE POURED 3" MIN.
IN ACCORDANCE WITH THIS @0 \ o | ABOVE THE MOST
DETAIL. 4 . /. SHALLOW PIPE
‘ P 5N\ : /< (EXCEPT FOR DROP
2. 3'INSIDE DIAMETER N—> . .. , MAINTENANCE HOLE
MAINTENANCE HOLES WITH 24" 6" j ’ 'T - . PIPES).
HIGH CONES MAY BE USED IN S te o
CASE OF SHALLOW COVER WITH f SECTION A-A
APPROVAL BY THE CITY SO SCALE
ENGINEER.
CAST-IN-PLACE
3. FOR RETROFITS REFER TO CONSTRUCTION ONLY
ALAMEDA COUNTY PUBLIC |
WORKS AGENCY STANDARD — _
DETAILS FOR REINFORCED
CONCRETE PIPE COLLAR SD-520
PAGE 1 OF 1.
4. CONCRETE SHALL BE 3/4" ROCK. A ) A
5. FOR GREATER THAN 36" 4 -
DIAMETER PIPES, REFER TO ‘
ALAMEDA COUNTY FLOOD A | 5-6"
CONTROL, PUBLIC WORKS . (MIN.)
AGENCY STANDARD DETAILS )
FOR APPLICABLE MANHOLE ’ _
TYPE. :
6. REFER TO AMERICAN CONCRETE
PIPE ASSOCIATION STANDARDS. — THICKNESS
q VARIES
7. CONCRETE COLLAR SHALL BE |
1'-0" WIDE AND 8" MIN. THICK. - [ =
USE RAPID SET CONCRETE MIX
TO ACHIEVE 2500 PSI PRIOR TO
PAVING FOR CONCRETE 5-6" (MIN.)
COLLAR. MUST BE PAVED SAME - -
DAY.
PLAN OF BASE
NO SCALE
APPR REVISION DATE DATE APPROVED BY CITY COUNCIL
JZ | ceneraL Revision | 7/22 CITY OF FREMONT 4/11/2006
STANDARD DETAILS RESOLUTION NO.
STORM DRAIN 200651
MAINTENANCE HOLE Hhogan
FILE NO. SCALE DRAWN CHECKED DATE DWG NO.
SD-21-22.DWG NOT TO SCALE DC KC 3/14/2006 SD-21 1oF 2




3-2"

- 2'-3 3/4" MIN. o
14" || 35/8" | 33/8" | 438" |212'|212"| 43/8" | 33/8" | 358" | 14
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AN AN AN \I

I SEE
DETAIL A

BELOW

MAINTENANCE HOLE FRAME AND COVER SECTION

3/4" DIA. PICK HOLE

NO SCALE

NOTES:

HALF PLAN OF TOP

NO SCALE

~

DETAIL A - LIFTING HOLE

NO SCALE

1. MAINTENANCE HOLE FRAMES AND COVERS SHALL BE MATCH-MARKED IN PAIRS. EACH COVER SHALL BE GROUND OR
OTHERWISE FINISHED TO FIT IN ITS FRAME WITHOUT ROCKING.

2. AT THE OPTION OF THE CONTRACTOR, MAINTENANCE HOLE FRAMES AND COVERS MAY BE D&L FOUNDRY PART # A-1018,
PHOENIX IRON, SOUTH BAY FOUNDRY PART # SBF 1254, OR APPROVED EQUAL.

3. COVER SHALL BE LABELED "STORM" AS APPROPRIATE.
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