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LONGITUDINAL AND TRAVERSE TRENCH

NOTES:

1. WHEN DISTANCE BETWEEN TRENCH INCLUDING T-CUT AND LIP OF GUTTER OR ADJACENT TRENCH IS 3' OR LESS, ASPHALT
PAVING SHALL BE REMOVED AND REPLACED.

2. MINIMUM COVER TO FINISHED GRADE SHALL BE 36" FOR LOCAL/COLLECTOR STREETS AND 42" FOR ARTERIAL STREETS. IF
ANGLE OF TRENCH IS NOT 90 DEGREES TO LIP OF GUTTER, MINIMUM 3' SHALL BE REQUIRED PERPENDICULAR TO LIP OF
GUTTER AS SHOWN ON SHEET 2 OF 2.

3. IF STREET HAS BEEN OVERLAYED WITH FABRIC, SPECIAL MEASURES, AS DIRECTED BY THE CITY ENGINEER, SHALL BE
TAKEN TO INSURE INTEGRITY OF FABRIC.

4. ALL ASPHALT PAVING JOINTS SHALL BE SEALED WITH RS-1 TACK OIL AND HOT FINES OR SAND FOR MOISTURE SEAL AND
APPEARANCE.

5. ALL EXISTING VERTICAL ASPHALT AND CONCRETE SURFACES MUST BE THOROUGHLY CLEANED & RS1 TACK OILED PRIOR
TO PLACING HMA.

6. IF TRENCH PLATES ARE USED, PLATES MUST BE COUNTER-SUNK SO THAT TOP IS FLUSH WITH EXISTING A.C. (COLLECTOR
& ARTERIAL), OR AFTER 3 DAYS OF NO WORK IN LOCAL STREETS.

7. PRIOR TO PLACING PAVEMENT REINFORCING FABRIC, FILL IN GROOVES LEFT BY AC GRINDING MACHINE WITH 1/2"
LEVELING COURSE OF ASPHALT.

8. GRIND AND OVERLAY STREETS WITH THREE OR MORE CUTS IN ONE BLOCK, OR THREE OR MORE CUTS WITHIN TWO
HUNDRED (200) FEET, WHICH EVER IS LESS. LIMITS OF OVERLAY TO BE DETERMINED IN THE FIELD BY THE PUBLIC WORKS
INSPECTOR. [FMC 12.05.210]
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ADDITIONAL REMOVAL TO CREATE A RECTANGULAR PATCH 12" DEEP
FOR LOCAL/COLLECTOR STREETS AND 15" DEEP FOR ARTERIALS.
NOTES:

1. IF EDGE OF AC TRENCH CAP FALLS AT CENTER OF WHEEL PATH, PUBLIC WORKS INSPECTOR MAY REQUIRE
ADDITIONAL GRIND & OVERLAY.
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