
ROCKWHEEL TRENCH ADJACENT TO HIGH ASPHALT - CASE 2

ROCKWHEEL TRENCH - CASE 1

( TRENCHES INSTALLED PRIOR TO 8/3/1995 )

(E) CURB & GUTTER

PIN CONDUIT DOWN

TO PREVENT IT

FROM FLOATING

PLACE 5-SACK CONCRETE

WITH 2 LB / CY LAMP BLACK

(E) AC PAVEMENT

SAWCUT AC PRIOR TO ROCKWHEEL

1/2" RADIUS

TOOLED EDGE

6" MAX.

18"

MIN.

NOTE:

SEE PLANS TO ADDRESS

SUBDRAINAGE OF THE

STRUCTURAL SECTION

(E) CURB & GUTTER

GRIND AC AS NEEDED

FINISH FLUSH WITH EDGE OF TRENCH

(E) AC PAVEMENT

(E) AC PAVEMENT

24"

1/2" OR GREATER

ROCKWHEEL TRENCH

STANDARD DETAILS
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ROCKWHEEL TRENCH

ROCKWHEEL TRENCH ADJACENT TO HIGH ASPHALT - CASE A1

(E) CURB & GUTTER

* IF ASPHALT IS HIGHER THAN 1",

THEN FINISH TRENCH AND GRIND

AS SHOWN IN CASE 1 ON SHEET 1

ROCKWHEEL TRENCH

GRIND AC AS NEEDED

FINISH FLUSH (TOOL TRENCH EDGES)

(E) AC PAVEMENT

6"

SLOPE

TRENCH

1" MAX.*

(E) CURB & GUTTER

GUTTER LIP

(E) AC PAVEMENT

PLACE PAVEMENT

REINFORCING FABRIC

(PRF) PRIOR TO FINAL

LIFT OF ASPHALT

GRIND 2" DEEP FROM 6"

BEYOND OUTSIDE EDGE OF

SUBSEQUENT TRENCH TO

THE EXISTING LIP OF GUTTER

PLACE 5-SACK CONCRETE

SLURRY TO FINISH GRADE

(TEMPORARY)

(E) ROCKWHEEL

TRENCH

ROCKWHEEL

TRENCH
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18"

MIN.

FABRIC

6"12"

24" MIN.

NOTE:

TRENCHES IN THIS CONFIGURATION

GREATER THAN 4 FEET WIDE OR

200 FEET LONG WILL BE PAVED WITH

A SPREADER BOX OR PAVING MACHINE
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