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CALSENSE FACTORY ASSEMBLED

STAINLESS STEEL ENCLOSURE FOR

MODEL CS3000 CONTROLLER

11"

ELECTRICAL SERVICE FOR IRRIGATION CONTROLLER - PULL BOX

1. ALL NOTES RELATED TO UNDERGROUND SERVICE TO ELECTROLIERS SHALL APPLY TO THIS CONDITION FOR

SUPPLYING 120 VOLT SERVICE TO IRRIGATION CONTROLLERS IN THE CITY RIGHT OF WAY.

2. IN PACKS OR RIGHT OF WAY WHERE 120V SERVICES FROM AN ELECTRIC POLE, A FUSED CONNECTION SHALL

BE PLACED IN TEH BOX TO FACILITATE DE-ENERGIZING THE ELECTRICAL SERVICE LINE AND THE CONTROLLER.

3. ALL UNDERGROUND WIRING SHALL BE IN APPROVED CONDUIT. THE UNDERGROUND CONDUIT

    AND ALL METAL PARTS SHALL BE CONTINUOUSLY BONDED AND GROUNDED.

4. "IRRIGATION ELECTRICAL" SHALL BE THE TITLE INTEGRATED IN THE LID.

5. USE FELT PAPER TO BLOCK OPENING BETWEEN CONDUITS.

6. 120 VAC POWER AND GROUNDING PER NATIONAL AND LOCAL ELECTRICAL CODES.

1" CLR. TYP.

DISTANCE

VARIES

2'-0" MIN.

PISTON CONNECTED

TO FLIP TOP

FLIP TOP IN

OPEN POSITION

CALSENSE CONTROLLER PANEL MOUNTED

FLUSH ON FACE OF ENCLOSURE AT A 25°

ANGLE FOR EASY ACCESS AND VIEWING

GFI OUTLET & SWITCH

#6 AWG BARE COPPER GROUNDING

WIRE CONNECTED TO GROUND LUG

FINISH

GRADE

1" DIA (MIN.) SCH 40 ELECTRICAL SWEEP FOR

120 VAC POWER TO CONTROLLER CABINET

26"x24"x8"

CONCRETE BASE

120 VAC JUNCTION BOX FOR CIRCUIT

BREAKER (INCLUDED WITH ENCLOSURE)

MOUNTING BOLTS

(BOLTS & TEMPLATE

INCLUDED WITH ENCLOSURE)

PVC SLEEVE FOR GROUND ROD

2" DIA (MIN.) SCH 40 ELECTRICAL

SWEEP Ell FOR LOW VOLTAGE

CONTROL WIRES

5/8"x8' COPPER ROUNDING ROD

120 V ELECTRICAL

SERVICE TO

CONTROLLER CABINET

120 V ELECTRICAL SERVICE FROM

CONTROL PANEL TO IRRIGATION

ELECTRICAL PULL BOX TO IRRIGATION

CONTROLLER. SEE NOTE #2.

IRRIGATION ELECTRICAL PULL BOX

(IN LANDSCAPE OR CONCRETE)

SIDE VIEW FRONT VIEW

LOUVERED VENTS

6" CLR ON

ALL SIDES

PLASTIC SHIELD FOR

STATION/OPTION CARDS

2 WIRE TERMINAL (OPTIONAL)

CONVENTIONAL WIRED STATION AND

OPTION TERMINALS (OPTIONAL)

ALLOW A MIN. OF

7 1/2" CLEARANCE

BEHIND ENCLOSURE

FOR FULLY OPENING LID

STUBBY ANTENNA

(OR AS SPECIFIED)
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