
STEP 3: INSERT SPLICE FILLED TO BOTTOM

OF GEL-FILLED TUBE, CHECK TO MAKE

SURE CONNECTOR HAS BEEN PUSHED

PAST LOCKING FINGERS AND IS SEATED

AT BOTTOM OF TUBE.

STEP 1: STRIP WIRES 

1

2

 INCH FROM ENDS. STEP 2: APPLY SCOTCHLOK Y SPRING

CONNECTOR IN A CLOCKWISE DIRECTION.

STEP 4: POSITION WIRES IN WIRE

CHANNELS AND CLOSE INSULATOR

TUBE COVER.

NOTE:

1. MAXIMUM WIRE SIZES PER CONNECTOR

        ARE 3-#14'S OR 2-#12'S

2. REFER TO CITY STANDARD DETAIL LSD-14

        FOR MATERIALS
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CITY STANDARD

LOW VOLTAGE

IRRIGATION WIRE SPLICE
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     STANDARD DETAILS
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FINISH GRADE

CONDUIT FOR PAIGE CABLE

VALVE BOX (SIZE AND

SPACING PER NEC CODE)

PAIGE P7171D

COMMUNICATION CABLE

PEA GRAVEL

3M SCOTCHCAST 3570G

CONNECTOR SEALING PACKS

NOTE:

IF SPLICES ARE UNAVOIDABLE, SPLICES MUST BE COMPLETELY INSULATED FROM

SOIL AND MOISTURE USING 3M SCOTCHCAST 3570G CONNECTOR SEALING PACK.
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PAIGE CABLE WIRE SPLICE
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