
STREET

SIDEWALK

CITY STANDARD MONOLITHIC

CURB AND GUTTER

B

A

TREE TRUNK, TYP. (24" BOX, TYP.)

TREATMENT SOIL, TYP. SEE NOTE

8" DIAMETER CLEANOUT

3" DIAMETER PVC PERFORATED

PIPE WITH 4" COTG, CAPPED.

3 TYP.

TREE GRATE (SEE PLAN VIEW)

CLASS II PERM ROCK DISTRIBUTION ENVELOPE,

TYP. (REFER TO SECTIONS- A, B & C)

10'-0"

MIN.

TRASH CAPTURE/INLET

STORMWATER FACILITY

(REFER TO LSD-31)

PLAN VIEW - TREE GRATE
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10'-0" MINIMUM

NOTE:

NEENAH TREE GRATE R-8707-T20

(WITH EXTENSION PIECES).

SEE  LSD-2, SHEET 2 OF 2, OR

APPROVED EQUAL.

TREATMENT SOIL SPECIFICATION SHALL BE COMPOSED OF:

60% ASTM C-33 SAND

30% USCC STA CERTIFIED COMPOST

10% SMALL WOOD CHIPS

C

4" SDR 26 CONNECT TO

STORM DRAIN SYSTEM

4" PERFORATED PVC PIPE

RAISE 6" FROM BOTTOM

3.4% MAX.

TO

STORM

DRAIN
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DEEP JOINT AT THICKENED

EDGE,  TYP.

9"

TYP.
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STORMWATER TREEWELL

PLAN VIEW
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WATER STOP - TO BOTTOM OF DRAIN ROCK

3" PERFORATED DISTRIBUTION PIPE, CENTER

HORIZONTALLY, 4" MIN. COVER.

CITY STANDARD CURB & GUTTER

ADJACENT CITY STANDARD SIDEWALK W/ 12" WIDE BY

12" DEEP THICKENED EDGE, POUR INTEGRALLY, TYP.
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DEEP

JOINT

5'-0" MIN.12"

18"

TYP

NEENAH TREE GRATE. REFER TO LSD-2
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ROOT BALL

SECTION B

6
"

TREATMENT SOIL COMPACTED BY WATER

SETTLEMENT, TYP.

2" DEEP USCC STA CERTIFIED COMPOST

1/4 INCH PEA GRAVEL - FILL TO FLUSH WITH

BOTTOM OF GRATE (3" THICK MINIMUM)

SECTION C

CLASS II PERM

SECTION A

ADJACENT CITY STANDARD SIDEWALK

8" PVC CLEANOUT WITH BEEHIVE STYLE GRATE,

TO WITHIN 1" OF BOTTOM OF TREE GRATE.

6" PIPE THROUGH INLET WALL- SEE LSD-31

3" PERFORATED DISTRIBUTION PIPE

C

L

4" PERFORATED PVC PIPE

RAISE 6" FROM BOTTOM

9"

TYP.

4" DIAMETER PVC

SUBDRAIN PIPE

WITH 4" COTG

9"

TYP.
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"

IMBED FRAME

4" PERFORATED PIPE, RAISE 6" FROM BOTTOM, TYP.

SIZING INFORMATION:

1. THE MAXIMUM ALLOWABLE DRAINAGE AREA FOR THIS TREEWELL AS SHOWN (10' x 5') SHALL BE 1,250 SQ. FT.

TREEWELL HAS BEEN SIZED USING THE COMBINED FLOW AND VOLUME METHODOLOGY AS DETAILED IN THE

ACCWP C.3 STORMWATER TECHNICAL MANUAL. ANY DEVIATION FROM THIS SIZE (10' x 5') WOULD REQUIRE

FLOW-VOLUME CALCULATIONS. SUBSURFACE TREEWELL TREATMENT DEVICES WILL NOT BE ACCEPTED

USING SIMPLIFIED SIZING CRITERIA OF 4%.

2. THE CURB INLET OPENING OF 15" AS SHOWN IS SUFFICIENT TO CAPTURE 100% OF THE TREATMENT RUNOFF

FROM THE MAXIMUM DRAINAGE AREA (1,250 SQ.FT. OF IMPERVIOUS AREA) PERTINENT TO THIS TREEWELL

SIZE. THE LENGTH OF CURB OPENING REQUIRED FOR 100% CAPTURE IS DEPENDENT ON THE GUTTER

SLOPE (FOR TREEWELLS INSTALLED AT GRADE). STREETS GREATER THAN 3.4% SHALL REQUIRE LONGER

OR MULTIPLE CURB OPENINGS BASED ON INLET CAPTURE CALCULATIONS.

3.  FOR ADDITIONAL PLANTING AND IRRIGATION REFER TO LSD-2 REQUIREMENTS. TREES MUST BE IRRIGATED.

ADJACENT CITY STANDARD SIDEWALK, TYP.  SEE NOTE IN SECTION B

DEEP JOINT, TYP.

REFER TO LSD-31 FOR FURTHER DETAIL AND

DIMENSIONING FOR TRASH CAPTURE INLET

FACILITY AND TRENCH GRATE

CLASS II PERM AGGREGATE POCKET AT WEEP HOLES.

EXTEND TO BOTTOM OF TRASH CAPTURE DEVICE

MATCH STREET GRADE

12"

NATIVE SOIL ROOT BALL PEDESTAL. EITHER EXCAVATE

IN PLACE OR BOOT PACK NATIVE SOILS

CITY STANDARD

SECTIONS

STORMWATER TREEWELL

     LSD-29.DWG      1/4=1'-0" MAM/TB/CC RER    DEC. 2011   LSD-29  2 OF 2

     STANDARD DETAILS

08/2019General Revision

07/31/22General Revision


	LSD-29_1 of 2
	LSD-29_2 of 2

