NOTES:

1. ALL SCHEDULE 40 PIPE AND JOINTS SHALL BE SOLVENT WELDED BEFORE BACKFILLING.

2. WHEN BOX IS PLACED IN CONCRETE PAVING, THE BOX SHALL BE OFFSET 12 INCHES MINIMUM THE NEAREST
CONCRETE EDGE, WALL, CURB OR COLUMN.

3. WHEN BOX IS PLACED IN LANDSCAPE, THE BOX SHALL BE OFFSET 12 INCHES MINIMUM FROM THE NEAREST
CONCRETE EDGE, WALL,CURB OR COLUMN.

4. IN LANDSCAPE AREAS, 10" DIAMETER PLASTIC VALVE BOX WITH PLASTIC LID, SECURE LID WITH 3/8" DIAMETER
STAINLESS STEEL MACHINE BOLT AS COORDINATED VALVE BOX WITH H20 TRAFFIC RATED.

5. IN CONCRETE PAVING: 10" DIAMETER CONCRETE VALVE BOX WITH H20 TRAFFIC RATED CONCRETE LID, SECURED
AND STAMPED AS DESCRIBED IN NOTE #4 ABOVE.

CONCRETE EDGE, WALL, CURB, OR COLUMN

TOP OF BOX 1/2" ABOVE FINISH GRADE IN TURF AND 1" IN
PLANTING AREAS. FLUSH IN CONCRETE

1" MIN. THREADED, GASKETED END CAP

OFFSET 10" DIAMETER VALVE BOX. SEE NOTES ABOVE.
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